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 SM4 

 

Ensamble para giratorio fabricado en acero inoxidable, para 

detectores de flama modelos FS24X, FS20X, SS4, SS2; permite 

al detector el ser dirigido en cualquier dirección. 

El modelo SM4 es un ensamble de montaje giratorio de acero 

inoxidable 316 diseñado para la carcasa de detectores de flama 

de Honeywell Analytics (FSC).  

 

La placa adaptable, con dos (2) orificios para tornillo (en la parte 

trasera), esta adjunto a la base del Detector de fuego (Figura 4-

4).  

La placa de montaje, con los cuatro (4) orificios para tornillo (en 

la parte frontal), es usado para el montaje del SM4 a una 

superficie sólida.  

Cada ajuste se incremente a través de un eje calibrado a 10°.  

Para ajustes de eje sencillos, la sección del centro no necesita 

ser instalada. 
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 SM4 

 

Stainless Steel Swivel mounting assembly for FS24X, FS20X, 

SS4, SS2 detectors; allows detector to be pointed in any 

direction 

The Model SM4 is a 316 Stainless Steel Swivel Mount designed 

for the FSC Detector housing.  

 

The adapter plate, with the two (2) screw holes (facing away), is 

attached to the base of the Detector (see Figure 4-4).  

The mounting plate, with the four (4) screw holes (facing 

towards), is used for mounting the SM4 to a solid surface.  

Each adjustment increment along an axis is calibrated to 10°.  

For single axis adjustments, the center section need not be 

installed. 

 


