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FlexFusion Server Cabinet
Part Number(s) : XG6*****S, XG7*****S, & XG8*****S

Disclaimer:
The information contained in this manual is intended as a guide for use by persons having technical skill at 
their own discretion and risk.  The recommended practices are based on average conditions.  Panduit makes 
no representation or warranty, express or implied, nor assumes any responsibility for the accuracy or
completeness of these installation instructions.  Panduit does not guarantee any favorable results nor assume 
any liability for damages, improper installation, system failures, or any other problems that could arise in
connection with the use of these installation instructions.

NOTE:

Back of Cabinet

Front of Cabinet

FlexFusion Cabinets
Tool List 

13mm Socket 
Wrench

15mm Socket 
Wrench 

122mm (48”) Level T25 Torx driver6mm Hex Key 
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CABINET TIPPING HAZARD

at least [2] persons  

FAILURE TO FOLLOW THESE INSTRUCTIONS CAN LEAD TO SERIOUS INJURY, DEATH, 
OR DAMAGE TO YOUR EQUIPMENT.

IMPORTANT SAFETY INFORMATION

Safety Notes:

UL Listing covers enclosure cabinet only

WARNING
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Packaging Material Removal
• 
• 
• at least [2] persons

Note:  
Shipping Hold Down Bracket doubles as Floor Mounting Bracket. 

 
Important:

(8) M10 Hex Head Screws
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2

Leveling
• 
• 
• 
• 

1

6mm Hex Key

6mm Hex Key

Level Side to Side
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• Secure (2) Shipping Hold Down Brackets at front and rear of cabinet
• 
• 

Floor Mounting

WARNING
Cabinet Tipping Hazard 

 
FAILURE TO FOLLOW THESE INSTRUCTIONS CAN LEAD TO SERIOUS INJURY, DEATH, OR DAMAGE TO YOUR EQUIPMENT.       

 

Previously removed during ‘Packaging
Material Removal’ step (Page 4). 

DIM A: 

 

DIM B: 
 

 

103mm
[4.1”]

4X 13mm DIA
[.5”]

157mm
[6.2”]mounting layout
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Ganging Multiple Cabinets Together

WARNING
Cabinet Tipping Hazard 

  
FAILURE TO FOLLOW THESE INSTRUCTIONS CAN LEAD TO SERIOUS INJURY, DEATH, OR DAMAGE TO YOUR EQUIPMENT.       

• 
• 
• 

IMPORTANT:

(2) M5 Screws

2

1
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Grounding

DANGER
Electrical Shock Hazard 

 
FAILURE TO FOLLOW THESE INSTRUCTIONS CAN LEAD TO SERIOUS INJURY, DEATH, OR DAMAGE TO YOUR EQUIPMENT.       

• 
• 
• 

(per NEC NFPA 70 Article 250.12)
•  

 

(2) Top Grounding Locations

(2) Bottom Grounding Locations

Integral Grounding

Side Panel 

•  

(4) Grounding locations marked 
with grounding symbol
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Equipment Rail Spacing Adjustment

WARNING
Falling Equipment Hazard 

 
FAILURE TO FOLLOW THESE INSTRUCTIONS CAN LEAD TO SERIOUS INJURY, DEATH, OR DAMAGE TO YOUR EQUIPMENT.       

• DO NOT REMOVE
• 
• 
• 35.6N·m ± 3.5N·m [26.3 ± 2.6 ft-lbs]

(3) M8 Hex Head Screws

 

600mm Wide Cabinet shown

Inside of Cabinet

Outside of Cabinet
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• Brush Seal option 
• Bezel & Cover option CTGN3X5 to seal around cables to 

Top Cap

600mm Wide Cabinet shown

CTCN3X5

more information

Brush Seal option

Bezel & Cover option

(6) M10 Threaded holes

CTGN3X5  
Sold Seperately

See Installation 
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• 
• 
• 
• 

Top Cap - Top Cap Hatch Door

600mm Wide Cabinet shown

2

1

Push (2) pins inward to 
release Hinged Door

Top Cap Hatch Opening

Turn pin 90 degrees to
hold open on catch

thru brush seal
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• 
• 

Cable Management Fingers

2

1

BACKSIDE VIEW

must face towards the 
outside of cabinet
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Cable Management Fingers Locations
• 

RU Finger

33 - 41 8RU
Finger

28 - 33 5RU
Finger

23 - 28 5RU
Finger

15 - 20 5RU
Finger

10 - 15 5RU
Finger

2 - 10 8RU
Finger

600mm x 42RU
RU Finger

35 - 43 8RU
Finger

30 - 35 5RU
Finger 

25 - 30 5RU
Finger 

16 - 21 5RU
Finger

11 - 16 5RU 
Finger

3 - 11 8RU
Finger

600mm x 45RU RU Finger

39 - 47 8RU
Finger

31 - 39 8RU
Finger

26 - 31 5RU
Finger

18 - 23 5RU
Finger

10 - 18 8RU
Finger

2 - 10 8RU 
Finger

600mm x 48RU
RU Finger

41 - 49 8RU
Finger

33 - 41 8RU
Finger

28 - 33 5RU
Finger

19 - 24 5RU
Finger

11 - 19 8RU
Finger

3 - 11 8RU
Finger

600mm x 51RU

RU Finger

37 - 42 5RU
Finger

32 - 37 5RU
Finger

27 - 32 5RU
Finger

22 - 27 5RU
Finger

17 - 22 5RU
Finger

9 - 17 8RU
Finger

1 - 9 8RU
Finger

700mm & 800mm
x 42RU RU Finger

40 - 45 5RU
Finger

35 - 40 5RU
Finger

30 - 35 5RU
Finger

25 - 30 5RU
Finger

17 - 25 8RU
Finger

9 - 17 8RU
Finger

1 - 9 8RU
Finger

700mm & 800mm
x 45RU RU Finger

43 - 48 5RU
Finger

38 - 43 5RU
Finger

33 - 38 5RU
Finger

25 - 33 8RU
Finger

17 - 25 8RU
Finger

9 - 17 8RU
Finger

1 - 9 8RU
Finger

700mm & 800mm
x 48RU

RU Finger

46 - 51 5RU
Finger

41 - 46 5RU
Finger

33 - 41 8RU
Finger

25 - 33 8RU
Finger

17 - 25 8RU
Finger

9 - 17 8RU
Finger

1 - 9 8RU
Finger

700mm & 800mm
x 51RU

600 Wide Cabinets

700 & 800 Wide Cabinets
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• 
• 
• Reverse Steps

Single Hinge Door (Removal and Installation)

2

1
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Split Doors (Removal and Installation)
• 
• 
• Reverse Steps  

2

1
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Side Panels Removal
• 
• UP.
• 
• 

Unlocked
Key is in horizontal position

1

Section Side View

Lower 
Side Panel

2

Unlocked
Cam is in horizontal position
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Side Panels (Removal and Installation)
• 
• Reverse Steps

3

Section Side View

Lower Side Panel

REINSTALLING LOWER PANEL
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PDU Bracket Adjustment (Removal and Installation)
• 
• 
• Reverse Steps 1 through 4 

1

2

3 4

T25 Torx driver

Maximum Applied Load PDU Brackets is 70 lbs             

Backside View
PDU Bracket Tabs engage the cage nut 
holes on vertical post of cabinet frame

Tabs
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Vertical Cable Management Panel (VCMP) (Removal and Installation)
• 
• 
• Reverse Steps 1 & 2 

1

2

3 4

Maximum Applied Load per Panel is 75 lbs             

Backside View
VCMP Tabs engage the cage nut holes on 

Front-to-Back Beam of cabinet frame

Tabs
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For Instructions in Local Languages 
and Technical Support:
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E-mail:
techsupport@panduit.com 

Phone:
866-405-6654www.panduit.com 

Rev. 02

Vertical Cable Management Panel KEEP-OUT Areas for Side Panel Interference

CL

75mm from center 
Both sides

CL

50mm from center 
Both sides

1070mm Wide
Due to Side Panel interference, the VCMP cannot be installed 75mm
(2 cage nuts over) left or right from center on 1070mm deep cabinets

1200mm Wide
Due to Side Panel interference, the VCMP cannot be installed 50mm 
(1 cage nut over) left or right from center on 1200mm deep cabinets

OPTIONAL GROUNDING

T25 Torx driver

Moving and Re-installing Vertical Cable Managers
Align the (2) tabs at the TOP

Tabs


