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A

Waveguide Ladder Elevation

WL20F93KD
20’  Long Waveguide Ladder (3‘ rung spacing)

WL20F94KD
20’ Long Waveguide Ladder (4‘ rung spacing)

WL10F93KD
10’ Long Waveguide Ladder (3‘ rung spacing)

WL10F94KD
10’ Long Waveguide Ladder (4’ rung spacing)

ORDERING INFORMATION

Notes:
1. Waveguide ladder may be moved horizontally for the proper alignment.
2. Waveguide ladder may be mounted inside or outside of tower as required. 

Ladder Rail

Bolt Assembly

J-Bolt Assembly

Diagonal
Tower Brace

Ladder Rail

Bolt Assembly

7/16” Dia. Holes
(9 Per Rung)

3/4” Dia. Holes
(9 Per Rung)

Ladder Rail

Ladder
Attachment

Clip

Diagonal Tower
Brace

1.9’

3’ or 4’

5” Max. Angle
3/8” Max. Thickness

2  1/2”
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Waveguide Ladder Elevation

WL20F123KD
20’ Long Waveguide Ladder (3‘ rung spacing)

WL20F124KD
20’ Long Waveguide Ladder (4‘ rung spacing)

WL10F123KD
10’ Long Waveguide Ladder (3‘ rung spacing)

WL10F124KD
10’ Long Waveguide Ladder (4’ rung spacing)

ORDERING INFORMATION

Notes:
1. Waveguide ladder may be moved horizontally for the proper alignment.
2. Waveguide ladder may be mounted inside or outside of tower as required. 

Ladder Rail

Bolt Assembly

J-Bolt Assembly

Diagonal
Tower Brace

Ladder Rail

Bolt Assembly

7/16” Dia. Holes
(12 Per Rung)

3/4” Dia. Holes
(12 Per Rung)

Ladder Rail

Ladder
Attachment

Clip

Diagonal Tower
Brace

2.6’

3’ or 4’

5” Max. Angle
3/8” Max. Thickness

2  1/2”
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A

Waveguide Ladder Elevation

WL20F153KD
20’ Long Waveguide Ladder (3‘ rung spacing)

WL20F154KD
20’ Long Waveguide Ladder (4‘ rung spacing)

WL10F153KD
10’ Long Waveguide Ladder (3‘ rung spacing)

WL10F154KD
10’ Long Waveguide Ladder (4’ rung spacing)

ORDERING INFORMATION

Notes:
1. Waveguide ladder may be moved horizontally for the proper alignment.
2. Waveguide ladder may be mounted inside or outside of tower as required. 

Ladder Rail

Bolt Assembly

J-Bolt Assembly

Diagonal
Tower Brace

Ladder Rail

Bolt Assembly

7/16” Dia. Holes
(15 Per Rung)

3/4” Dia. Holes
(15 Per Rung)

Ladder Rail

Ladder
Attachment

Clip

Diagonal Tower
Brace

2.8’

3’ or 4’

5” Max. Angle
3/8” Max. Thickness

2  1/4”


