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PASSPORT PRODUCTS

Used with DS-K1T320, DS-K1A340, DS-K1T343, DS-K1T342, DS-K1T341C, DS-K1T642, DS-K1T671, DS-K1T672, DS-K1T673, 
DS-K1T680, DS-K1T681, DS-K1T690 series , DS-K1T981 and DS-K1TA70MI-T and DS-K1T671TM-3XF.

- Convenient connection type

Mounting angle adjustment: ± 45° (left to right), ± 15° (top to bottom)-

DS-KAB6-W1

https://www.onlinedoctranslator.com/en/?utm_source=onlinedoctranslator&utm_medium=pdf&utm_campaign=attribution


-Specifications
Main
Installation Wall mounting
Weight 213 g

terms of Use Can be used both indoors and outdoors
Material Aluminium alloy

-Available Models
DS-KAB6-W1

-Dimensions (unit: mm)
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Operating rules
1. The device must be operated in an environment that allows the operation of the cooling system. In order to 

avoid overheating and failure of the device, it is not allowed to place it near sources of thermal radiation, use 
it in confined spaces (box, blind cabinet, etc.).

2. All connections must be made with the power off.
3. It is forbidden to supply signals to the inputs of the device that are not provided for by the purpose of these inputs, 

this can lead to the failure of the device.
4. Do not expose the device to sources of electromagnetic radiation, active chemical compounds, electric 

current, as well as smoke, steam and other factors that damage the device.
5. Configuration of the device by a person who does not have the appropriate competence may lead to 

incorrect operation, malfunctions, and also to the failure of the device.
6. Drops and strong shaking of the device are not allowed.
7. It is recommended to use an uninterruptible power supply, in order to avoid the effects of power 

surges or abnormal shutdown of the device.

For information on installing and turning on the device, please refer to the Quick 
Start Guide for the respective device.
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