Kocom
KIC-308

Intercom

KIC-308(8CH)

KIC-301(1CH) / 304(4CH)

Function

m Perfect Communication

m Delightful Signal Sound

m LED Indicator for All line

W Easily 2 Wiring of polarity

m Power Supply One Side One used D.C 6V

m Easily Mounted On wall, Desk

m Taking with Calm, Power Indicator and Signal Volume

Specifications

» Power : DC 6V (LR6-AA 1.5V X 4)

» Consumption : In use 30mA / Signal 150mA
- Signal sound : Electronic

« No. of wires : 2 wires(polarity)

» Range : 200m ((#0.65mm)

« Dimension (mm) : 272(W) x 125(H) x 42(D)
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Intercom

KIC'3OOS (Sub)

Function
m Sub Intercom for KIC-301, KIC-304 and KIC-308

Specifications

« Power : Power from main unit

« Consumption : In use 30mA / Signal 150mA
« Signal sound : Electronic

« No. of wires : 2 wires(polarity)

» Range : 200m ((#0.65mm)

« Dimension (mm) : 272(W) x 125(H) x 42(D)

Wiring Diagram

Main KIC-301(1CH)
Sub KIC-300S

Main KIC-304(4CH)
Sub KIC-300S

System Diagram

S Sub2 Sub3

Sub KIC-300S
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Sub KIC-300S Sub KIC-300S

Main KIC-308(8CH)
Sub KIC-300S

Sub KIC-300S
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