
DC brushless barrier

INSTALLATION MANUAL & USER GUIDE

70L



SAVE THESE INSTRUCTIONS FOR FUTURE REFRENCE.

WARNING

AUTOMATIC BARRIERS ARE NOT FOR PEDESTRIAN!

To reduce the risk of INJURY or DEATH, read and follow all
instructions.
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7.Controller

1.Electrical connections
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7.2.Limits Setting

Power on

Press and hold “SET”
till display “P-01"

Press “OPEN” and see
 the boom moving

 

Is the barrier
 open?

Adjust “F-07" to change the 

 motor’s running direction

NO

YES

Press and hold “OPEN” 
till the barrier is vertical

Press “SET” to save open
 limit, display “P-02”

Press and hold “CLOSE” 
till the barrier is horizotal

Press “SET” to 
save close limit

Display “----”

Attention: Limits are set well in factoryany change made on length, or maintain and change 
controller.please follow steps below.
Before power on, manually adjustboom to middle position<45°> .



7.3 Parametors of Function and Time  Resetting

Power on

Shortly press “Set”

Display “77”

Display “77” or “81”

Press “Set”

“79” : Function
Parameter

“81” : Timer
Parameter

Press “Stop”

End

Press “Open” or “Close” to change corresponding value

Press “Open” or “Close” to change value
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8. Function Parameters
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8.2 Timer Definition

A0

A1

A2

A3

A4

A5

A6

A7

A8

A9

Year

Month

Day

Hour

Minute

Second

Light-on Hour. Default:  18

Light-on Minute. Default:  00

Light-out Hour. Default:  06

Light-out Minute. Default:  00

8.1 Function Definition

F0

F1

F2

F3

F4

F5

F6

F7

F8

F9

Auto-Close Timer (s).    Max.: 99s. Default: 
00 (Means auto-close function disabled)

00: Normal Mode (Default).      01: Counting Mode.  

08: 82L mechanism(Default) 

Motor's running direction: 0: Default     

Backup 

1: Opposite direction

00: Hull limit(Default).  01: 

00: Open / Close State display(Default) 
01: Voltage
02: Current
03: Speed
04: Hull value
05: Travel
06: Save record

Encoder limit

Factory Setting (Caution!)

Open speed(the value bigger, the speed faster)

Close speed(the value bigger, the speed faster)
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9. Transmitter (Remote control) setting

9.1 Transmitter's code setting

Press "LEARN butTON", the "LEARN LED" light on, then, press and hold the button which 
you choose on the transmitter till the "LEARN LED" flashes and goes out, now, the transmitter 
is coded. Other transmitters can be coded as this way.

9.2 Erasing the transmitter's code

Press" LEARN BUTTON" and hold on to make the "LEARN LED" light on and till go out. Now, 
all codes of transmitters which had been learnt are cleared.

10. Error Codes

Remove the Object that Blocks the Photo Beam

Remove the Object that Block the Air Wave

Encolder signal is invalid

Code

Err1

Err2

Err3

Err5

Err7

Err8

Meaning Solution

Check the encoder limit wires.

Motor Nonstop Running Over Limits

Motor Locked Rotor

Photocell is Triggered

Hull of motor is invalid Check the hull wires

Air Wave Sensor Triggered

1.Check the Optical Counter Limits Connecting
2.Check the Mechanical System

1.Check the Mechanical System
2.Check Motor Wires Connectors
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11. Trouble Shooting

Power On, operate  remote 
controller(transmitter), but no 
reaction.

Motor is functional but  the 
boom doesn’t work.

Boom does not reach correct 
position when opening and 
closing.

Boom shakes at Open Limit 
and Close Limit.

Trouble Possible Reason

Fuse blowout.
Check fuse inside control 
box and power supply.

Change the batteries in 
transmitter.

No battery or  dead battery 
in remote 
controller(transmitter).

Frequency interference.

Optical counter  malfunction.

Control board malfunction.

Boom starts at middle 
position.

Spring force is not balance. Readjust the balance.

Refer to Fig.15 (See page 10).

Reset.

Low power voltage.

Incorrect Linkage 
adjustment.

Incorrect Limits setting.

The Lock Flat Key between 
Boom Main Shaft and 
Boom Holder is loose.

Change the Lock Flat Key.

Check if the input power is 
at proper range.

Change Optical counter.

Change control board.

External protectors’ circuit 
malfunctioned or at 
working status.

Check the External 
Protectors or change them 
if need.

Use manual release to set the 
boom at Open status orClose 
status, then use controller to 
start again.

Press “Open” or “Close” on the
Main Board to teso if needed ,
connet a wired controller.  

Solution
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