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SECTION A-A

SECTION B-B

M01311 CONDUIT WINDOW
(2) PROVIDED

M01312 CONDUIT WINDOW
(2) PROVIDED

COVER & SURFACE MOUNT
FRAME ASSEMBLY

#6 x 1 1/4 in. SCREWS
(4) PROVIDED

ANCHOR
(4) PROVIDED

WHEN USING ANCHORS,
DRILL 3/16 in. DIA. HOLES

1 1/4 in. DEEP

IF USING SCREWS ONLY,
DRILL 7/64 in. DIA. HOLES

1 1/4 in. DEEP

STI-1326 CONDUIT GASKET
(2) PROVIDED

STI-1318 CORD GASKET
(2) PROVIDED

A A

B

B

6.45 in.
(163mm)

6.17 in.
(156mm) 6.00 in.

(152mm)

6.75 in.
(171mm)

7.55 in.
(191mm)

8.15 in.
(207mm)

3.17 in.
(80mm)

3.30 in.
(83mm)

4.58 in.
(116mm)

4.2 in.
(106mm)

4.13 in.
(104mm)

4.85 in.
(123mm) 5.43 in.

(138mm)

Three year warranty or a one year limited warranty (from date of purchase) on most 
products. See website for details. Electronic warranty form at www.sti-usa.com/wc14.


