
STI-3100 CONDUIT SPACER
All specifications and information shown were current as of publication and are subject to change without notice.

INSTALLATION NOTES
1. To remove cables from existing frame, grab and rock the ends out of position.   Frame is not 

required with STI-3100 spacer.
2. Mount STI-3100 spacer.  Mark and drill holes as follows:
     a. Wall anchors: drill four 1/4” (6.3mm) 1-1/4” deep
     b. No wall anchors: drill four 5/32” (3.9mm) 1-1/4” deep
3. Install cover by pressing cable end stop into spacer.
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#10-3 1/2” SCREW
(4) PROVIDED

KIT-316 VENT
(NOT INCLUDED)

ANCHOR
(4) PROVIDED

STI-1280 BACKPLATE
(NOT INCLUDED)

EXISTING
PULL STATION

STI-3002 WEATHER GASKET
INSTALL ADHESIVE TOWARD

MOUNTING SURFACE AND
THICK END OF GASKET

TOWARDS TOP OF ASSEMBLY
(NOT INCLUDED)

FOR RETROFIT APPLICATIONS,
CUT GASKET AT THE BOTTOM TO

INSTALL BEHIND CONDUIT

INSERT PLASTIC KNOCK-OUT
INTO SPACER NOTCH IF
CONDUIT NOT NEEDED
(2) PROVIDED

STI-3004 GASKET
NOTE: USE 1/2 in. WITH
3/4 in. CONDUIT
(NOT INCLUDED)

STI-3104 CONDUIT SPACER
SHOWN WITH KIT-316

USE IN SPACER 
BOTTOM NOTCH ONLY

BREAK OUT FOUR
CONDUIT INSERTS AND
TRIM SHARP EDGES

STEP 1

STEP 1

WARNING: This product can expose you to chemicals including Dichloromethane, which is known to the 
State of California to cause cancer, and Bisphenol A (BPA), which is known to the State of California to cause 
birth defects or other reproductive harm. For more information go to www.P65Warnings.ca.gov.
 
Three year warranty or a one year limited warranty (from date of purchase) on most products. 
See website for details. Electronic warranty form at www.sti-usa.com/wc14.

PUSH IN
PULL DOWN

B

NOTE: HOLD FRAME TO
THE WALL (IF MOUNTED)
WHILE ATTACHING THE LANYARD
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