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Issued to:  RACO 

3902 W SAMPLE ST 

PO BOX 4002 

SOUTH BEND, IN 46634 USA 

   

This is to certify that 

representative samples of 

 GROUNDING AND BONDING EQUIPMENT 

See addendum for models. 

   

  Have been investigated by UL in accordance with the 

Standard(s) indicated on this Certificate. 

   

Standard(s) for Safety:  UL 467 & CSA-C22.2 No. 41, Grounding and Bonding 

Equipment   

Additional Information:  See the UL Online Certifications Directory at 

www.ul.com/database for additional information 

 
 

Only those products bearing the UL Certification Mark should be considered as being covered by UL's 
Certification and Follow-Up Service. 
 
Look for the UL Certification Mark on the product. 
 

http://ul.com/aboutul/locations/
http://www.ul.com/database
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This is to certify that representative samples of the product as specified on this certificate were tested 
according to the current UL requirements. 
 

Bronze ground pipe clamps for bare wire – 2504, 2505, 2506, C11BAG1R, 
C11DBAG1R, C22DBAG1R. 
 
Bronze ground pipe clamps for bare or armored wire – 2507, 2508, C6BAG1R. 
 

Bronze ground pipe clamps for rigid conduit or intermediate metallic conduit – 2512, 
2513, 2522, 2523. 
 
Bronze ground rod clamps for direct burial - R11BAG1R, R22BAG1R, R22BAG5R, 
R11USSBAG1R. 
 
Lay-in type grounding clamps - RBC2DBAG1R. 
 
Ground bushings, malleable iron – 1212, 1213, 1214, 1215, 1216, 1218, 1290, 1292, 
1294, 1296, 1222, 1223, 1224, 1225, 1226, 1228, 1230, 1232, 1234, 1236. 
 
Threaded ground bushings, malleable iron – 1213SS, 1214SS 
 
Ground bushings, malleable iron (USL Only) – 1262, 1263, 1264, 1265, 1266, 1267, 
1268, 1270, 1272, 1274. 
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